
Feather 

 Quick Details: 

 Place of Origin: Liaoning, Dan... 
 Brand Name: Zhongyi  
 Model Number: XC-31  
 Certification: ISO 9001 
 Material: glass  
 Type: Instrument Parts  
 Item: NDT Flaw Detection Pano... 
 Business: x-ray tube anode Ma... 
 Company: Dandong Zhongyi Elec... 

Feather: 

1. Glass x-ray tube anode 

2. Tube voltage 200-300KV 

3. Panoramic and Directional 

4. Tube current : 5mA 

5. Different focus dimensionsrs 

 Parameters: 

Model 
tube voltage(kv) /tube 

current(mA) 
Focus 

dimensions(m/m) 
Radiation 

angle 
Remarks 

XC18 200/5 1.5*1.5 40° Directional 

XC31 200/5 1.0*1.5 360°×25° Panoramic 

XC31A 200/5 1.0*3.5 360°×40° 
Panoramic, 
cone target  

XC28 250/5 2.0*2.0 40° Directional 

XC29 250/5 1.0*2.4 360°×25° Panoramic 

XC29A 250/5 1.0*5.0 360°×40° 
Panoramic, 
cone target 

XC35 300/5 2.5*2.5 40° Directional 

XC36 300/5 1.0*2.5 360°×25° Panoramic 

XC36A 300/5 1.0*6.0 360°×40° 
Panoramic, 
cone target 

XC27 250/15 4.0*4.0 40° Directional 



 


