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Degaussing B59***
C 1*50, S 14*1
140 V / 265 V

Applications

● Degaussing of picture tubes

Features

● Coated thermistor disk
● Marked with manufacturer’s logo and

type designation
● Low residual current
● Stable performance throughout a

large number of switching cycles

Options

● Also available on tape

Dimensions (mm)

Type bmax smax ∅d hmax
C 1250 13,5 5,0 0,6 17,0
C 1450 15,0 5,0 0,6 19,0
C 1650 17,5 5,0 0,6 21,0
S 1451 15,0 10,0 0,6 22,0
S 1461 15,0 10,0 0,6 22,0
S 1481 15,0 10,0 0,6 22,0
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Ordering code

Vmax = 140 Vrms; VN = 120 Vrms

C 1650 ≥ 24 ≤ 40 5 8,5 B59650-C1050-B70

S 1481 ≥ 25 ≤ 40 8 3,5 B59481-S1050-B10

Vmax = 265 Vrms; VN = 230 Vrms

C 1450 ≥ 20 ≤ 25 18 12 B59450-C1080-B70

S 1451 ≥ 18 ≤ 25 18 12 B59451-S1080-B10

S 1461 ≥ 16 ≤ 25 20 15 B59461-S1080-B10

C 1250 ≥ 11 ≤ 20 25 25 B59250-C1080-B70
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