
 

P7.62 SMD LED Module (Red Color) 

Specifications: 

1 Pixel pitch 7.62mm 

2 Pixel density  17,222 pixels/sq.m 

3 Pixel configuration&LED type 1 red, dot matrix 

4 Module size(L*H) 488*244mm 

5 Module resolution 64*32 pixels 

6 Panel size(L*H*D) As needed 

7 Panel resolution As needed 

8 Weight/sq.m 48kg 

9 Panel material Cold rolled steel sheet or aluminum alloy 

10 Brightness 1,200 nits/sq.m 

11 Driving method  1/8 scan 

12 Viewing angle 140°H /140°V 

13 Best viewing distance >7.6M 

14 Refresh rate >180Hz 

15 Grey scale 256 grades 

16 Brightness Level 0-100 levels adjustable via software 

17 Power consumption Max.:400W/sq.m, Avg.:160W/sq.m 

18 Input voltage  110~230V/AC (±10%) 

19 Input power frequency 50/ 60Hz 

20 IP rating (front/rear) IP43 

21 Operating environment Temperature: -20°C~+50°C, Humidity: 10%~95% 

22 Storage environment Temperature:-40-50°C, Humidity: 10-90% 

23 Life span (50% brightness) ≥100,000 hours 

24 Control system Linsn/Dbstar/Lumen/Huidu/XiXun/Onbon/Novastar/Colorlight,etc 

25 Transmission distance Multi mode fiber <500m, Single mode fiber <30Km, Internet cable <100m 

26 Operating system Windows 2000/NT/XP/Win7/Vista 

27 Video input (with video processor) VGA, YC DVI, DHMI, SDI, RGB,CVBS,GD-SDI,etc 

28 Compliant standard CE/UL/RoHS 

 


